4 RADIUS TILE

24"

6’ RADIUS TILE

8 RADIUS TILE

r-11/p"

1%

12’ RADIUS TILE

15° RADIUS TILE

2’ SQUARE TILE

NOMINAL CURB RADII TILE SIZE
13-15° 310" X U-1Th"
1'-13¢ -4l X 1-1T
911 -1t X 11"
79 310" X 1"-1%s"
51" 24" X 111"
¥-5 3-0%" X 1-10¥ "

IF LESS THAN 2/,

DEPRESSED
CROSSWALK
CURS (SEE NOTE 1)

USE INTERSECTING
CROSSWALK DETAIL

DEPRESSED
CURB

PAVED
PARKWAY)|

2’ SQUARE TILES

& (MIN) CROSSWALK
{SEE NOTE &

BOWMAN, BARRETT & ASSOCIATES INC

CONSULTING ENGINEERS
Chicago, lllinois
312.228.0100
www.bbandainc.com

LK _WH|

NOT TO SCALE

BULL FLOAT AROUND TILE TO ENSURE A LEVEL SURFACE,
\/4” MAX VERTICAL DISPLACEMENTS BETWEEN THE TILE
EDGE AND ADJACENT CONCRETE

SECURING PIN SUPPLIED
BY MANUFACTURER

CAST IN PLACE DETECTABLE
WARNING TILE

PLASTIC BARRIER
8 CONCRETE
WALK
UL

IR
P

PSRRI

TYPICAL TILE PLACEMENT CROSS SECTION

NOT TO SCALE

ERAL_NOT]

1. THE DETECTABLE WARNING TILES SHALL BE REINFORCED CERAMIC
CEMENT (RCC) TILES WHICH MEET THE CHICAGO DEPARTMENT OF
TRANSPORTATION SPECIFICATION. (AVAILABLE ON THE CITY OF
CHICAGO WEBSITE) IN CENTRAL BUSINESS DISTRICT, GRANITE OR
OTHER SPECIALTY PAVING MATERIALS MAY BE SUBMITTED TO THE
COMMISSIONER FOR APPROVAL. (SEE NOTE )

2. TILES MUST BE INSTALLED 1 %" 70 2 %" FROM BACK OF CURB,
DEPENDING ON WIDTH OF EXPANSION JOINT.

3, TILES MUST COVER FULL WIDTH OF SLOPE EXCLUDING SIDE FLARES.

4. TILES MUST COVER FULL WIDTH QF SLOPE IF CROSSWALKS INTERSECT,
SEE DETALL 2.

5. WHERE APPLICABLE, A COMBINATION OF DIFFERING SIZE TILES MAY
HBE USED ON COMPOUND AND LARGE RADIL. CONTRACTOR MUST MAKE
THIS DETERIMINATION AND VERIFY IN FIELD AND WITH THE RESIDENT
ENGINEER.

6, CONTRACTOR MUST SUBMIT A WRITTEN OR SKETCHED LAYOUT
OF ALL SLOPES PRIOR TO ORDERING TILES.

7. CONTRACTOR IS NOT ALLOWED TO SUBSTITUTE ANY OTHER METHOD
OF SATISFYING THIS CDOT REQUIREMENT.

8 ALL SLOPES MUST BE CENTERED ON CROSSWALK. CROSSWALK WIDTH
1S THE DISTANCE BETWEEN 2° BACK FROM FACE OF CURS AND THE
PROPERTY LINE.

9. TILES MUST CONTRAST WITH ADJACENT PAVEMENT. IF LIGHT COLORED
PAVEMENT IS USED THE TILE COLOR SHALL BE RED. IF A DARK COLORED
PAVEMENT IS USED THE TILE COLOR SHALL BE YELLOW. DESIGNER TO
VERIFY THAT PROPER CONTRAST IS OBTAINED.

MIMINUM CLEAR WIDTH 36“ AT PINCH
/—POINT, OTHERWISE 72" OR 108" IN
CENTRAL BUSINESS DISTRICT

S

6’ OR WIDER RAMPS
RECOMMENDED
WHENEVER POSSIBLE
(SEE NOTE 9)

BACK OF
SIDEWALK

SIDE FLARE

IF A COMBINATION OF DIFFERENT SIZE
TILES IS REQUIRED TO ADDRESS A LARGE
OR COMPOUND RADII. THE TOLERANCE

2". (SEE NQTE 4

MAX RUNNING SLOPE 8.33% (1:12)
—

RADIUS TILES (SEE NOTES 3. 4, & 13

DIRECTLY ABUTT ONE ANOTHER.

4'-0" MIN, LANDING
AREA REQUIRED

CROSSWALK

DEPRESSED CURB
CROSSWALK

TYPICAL SLOPE WITH FULL WALK

WHERE CROSSWALKS INTERSECT

NOT TO SCALE

SEE DETAIL 8

TYPICAL ALLEY SLOPE
WITH FULL WALK

TYPICAL ALLEY SLOPE
WITH LANDSCAPE AREA

(DEPRESSED}

£ (MIN) SLAB
(SEE NOTE 9

PCC
WALK

PAVED
PARKWAY

SLOPE

— TRANSITION,

(DEPRESSED}
{SEE NOTE 9

Al 67 (MIN) SLAB

Fa* BITUMINOUS
PREFORMED
JOINT MATERIAL

TRANSITION

COMB. CURB & GUTTER

TYPICAL TILE PLACEMENT,

ALLEY RETURN

SLOPE WIOTH MUST BE A MINIMUM OF 4/-0” AND IN INCREMENTS OF 2'-Q".
WHEREVER POSSIBLE THE SLOPE SHALL MATCH THE WIDTH OF THE CROSSWALK,
FOR LOCATIONS INSIDE THE CENTRAL BUSINESS DISTRICT, A MINIMUM OF &'
RAMPS ARE REQUIRED, FOR LOCATIONS OUTSIDE THE CENTRAL BUSINESS
DISTRICT, A MINIMUM OF 4 RAMPS ARE REQUIRED.

PRIOR TO PLACING CONCRETE FOR DEPRESSED CURBS AND/OR SLOPES

THE CONTRACTOR SHALL NOTIFY THE COMMISSIONER TO RECEIVE LAYOUT
APPROVAL. A PRE-MANUFACTURED TILE, APPROVED BY THE COMMISIONER,
MUST BE USED TG ACHIEVE THE DETECTABLE WARNING SURFACE.

NOT TO SCALE

BETWEEN TILES SHALL BE NO GREATER THAN
OTHERWISE TILES SHALL

ODUMMY JOINT

2" MAXIMUM TOLERANCE
(SEE NOTE 2)

SIDE FLARES SHOULD MAINTAIN

A MAXIMUM SLOPE OF K10,

IF FIELD CONDITIONS ALLOW, A

1:12 SIDE SLOPE IS PREFERRED

CURB DEPRESSED! |

MAX. /g LIP

SQUARE PATTERN

TRUNCATED DOME

0.4

DIRECTION OF TRAVEL

(PARALLEL ALTGNMENT)

PE

TRUNCATED DOME DETATL

DETECTABLE WARNINGS DETAIL

Ya' EXPANSION JOINT (P.J.M.)

DEPRESSED CURB AND GUTTER -
CURB RISE TG MEET RAMP SLOPE

MAXIMUM SLOPE 1:20 (54

ROADWAY

GUTTER FLAG

NOT TO SCALE

SHEET

SECTION GHEETS] NO

F.AL COUNTY

94790} *

COOK 27

STA. TO STA.

FED. ROAD DIST. NO.

wimois| FED. AID PROJECT

62303 * 2005-073 LS

L - oW
. . 'bbv .
: bs al -
. Xa N .
[ Cal,
Cr el S
M. A LT
b L3 - D -
6" SLOPE

N

N

DEPRESSED CURB DETAIL

NOT TO SCALE

— MINIMUM 4’ LANDING AT TOP OF RAMP.,
IF LANDING IS LESS THAN 4° BETWEEN
TOP OF CURB SLOPE, AND OBJECT
(BUILDING, GRASS, FENCE, ETC.) THE
SIDEFLARES MUST BE 1:12 OR LESS.

CROSSWALK WIDTH (SEE NOTE 9)

2 MAXIMUM TOLLERANCE

/ l {SEE NOTE 2)
A
]
%
2y
32 8
a0 2w 2" ]
— 5 - K

\ CURB (DEPRESSED!

(

1% (MIN) TO 2% (MAX) TG BOC
|

(SEE NOTES 1 & 3

VARIES

Yo' EXPANSION JOINT

TILE PLACEMENT DETAIL,

|
!
1

2’ SQUARE TILE (SEE NOTE &

WITH FLARES

TRAFFIC SIGNAL CORPORATION
780 W. BELDEN AVE. SUITE D
ADDISON, IL 60101
630-543-1300

12, THE MAXIMUM ALLOWABLE SLOPE IS 1:14, IF POSSIBLE, A MORE
GRADUAL SLOPE SHALL BE USED.
13, IF SIDEWALK AND ALLEY ARE AT THE SAME GRADE, RAMP IS NOT
REQUIRED BUT DETECTABLE WARNING TILES ARE STILL REQUIRED.
14, DETECTABLE WARNING DOMES MUST BE ONLY AT THE BOTTOM 2° OF
ALL SLOPES AND MUST CONTRAST IN COLOR WITH SLOPE AND SIDE
FLARES.
REGUIRED MINIMUM FLARE WIDTHS
FOR VARIOUS CURB HEIGHTS
CURB HEIGHT FLARE WIDTH FLARE WIDTH
(INCHES) (1:10) (INCHES) | (1:12) (INCHES)
3 % = SUGGESTED TILE SUPPLIERS
4 40 48
50 60 BINDEN CORPORATION
) 72 P.0. BOX 3513
0 84 0AK BROOK, IL 60523
0 96 630-T34-0277
0 108 ATTN: THOMAS LALLY, PRESIDENT

ATTN: MITCH BRIGHT, SALES REPRESENTATIVE

NOT TO SCALE

Fiusn with top of
roadway curb and
top of sidewalk

6

Leze.

—Ramp

Variable
1

o
thickness

DETAIL OF SIDE CURB, ONLY AT ALLEYS
AND LANDSCAPED PARKWAYS -
NOT TO SCALE

{Slde curb may be constructed
monolithically with ramp)

g SLOPES AT ALLEYS OR ENTRANCES
NOT TO SCALE
Yo 24 max,
83 Aobrogen

SECTION A-A

CDT-01

REVISIONS
NAME

ILLINOIS DEPARTMENT OF TRANSPORTATION
F.A.L 94/90 (DAN RYAN EXPRESSWAY)
GATEWAY LANDSCAPING & IRRIGATION @ 35TH
CIVIL DETAILS
CITY OF CHICAGO
TYPICAL CURB SLOPE DETAILS
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